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If you do not have advanced experienced with using a Pocket PC and/or connecting a computer to a 

Pocket PC; we HIGHLY recommend reviewing all of the instructions below from beginning to end, 

before starting the installation of software. 

 

 

1. REQUIREMENTS: 

a. For The Computer… 
o A web browser (e.g. Internet Explorer) 

o An active internet connection 

o Microsoft ActiveSync 

o One available USB port 

o 10 MB of free space 

 

 

b. For The Pocket PC Device… 
o Windows Mobile 5 

o A data plan with internet enabled (Please contact your carrier for further information…) 

o ActiveSync Installed 

o Pocket PC to computer USB cable 

o 3 MB of free storage space and 3.5 MB of free program space 
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2. LOADING THE SOFTDASH ANYWHERE PROGRAM 

a. Loading the MIDlet Manager into your mobile handheld device 
o SoftDash Anywhere is a MIDlet program, therefore you must use the MIDlet Manger for Pocket PC 

devices, in order to access the SoftDash Anywhere MIDlet Program on your mobile handheld device 

 

From your web browser, go to: http://forum.xda-developers.com/showthread.php?t=286857 

 
 

Right-click on the link “Risidoro_Intent_MIDlet_Manager_v11.zip” 

 
Select ‘Save Target As…’ 

 

 
Click the [Save] button 
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Choose a file location (we recommend My Documents) 

 
After you have chosen your file location, click the [Save] button 

 

After the download completes… 

 
…click the [Open Folder] button and verify that the file is downloaded and in the correct folder 

 

Right-click on the file “Risidoro_Intent_MIDlet_Manager_v11.zip” 

 
Select ‘Extract All…’ from the shortcut menu
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Click the [Next >] button 

 

 

 

 

 
Click the [Next >] button 

When the Extraction is complete, 

be sure that the “Show extracted 

files” box is checked 

 
Click the [Finish] button 

 

 

 

Connect your Pocket PC to the computer, via the USB connection cable  

 

 

 

Open the ‘ActiveSync’ Program and be sure it is connected to your Pocket PC device 

 
 

Right-click on the file “Risidoro_Intent_MIDlet_Manager_11.1.7.1023.cab” 

 
Select ‘Copy’ from the shortcut menu 
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Go to the ‘Start’ menu 

 
 

Select ‘My Computer’ 

 
Open ‘Mobile Handheld Device” 

 

 
Open ‘My Windows Mobile-Based Device” 

 

Right-click on ‘Application Data’ 

 
Select ‘Paste’ from the shortcut menu 
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Allow several seconds for the files to copy to your mobile handheld device 

 
 

Leave the mobile-device explorer window open as you will need it open later. 
 

b. Loading the SoftDash Anywhere program into the mobile handheld device 
i. Registration/Login (Registration or Login is required for the release of this software) 

 

From your web browser, go to: http://www.connect2car.com 

 
Click the green “SHOP” link 

 

STEP 1: 

 
Click on the text “View More Products” on the bottom-left 
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STEP 2: 

 
Click on the text “Software” and go to the next step 

 

STEP 5: 

 
Click on the text “FOR MFC ANYWHERE” and go to the next step 

 

STEP 6: 

 
Click on the text “Anywhere Control” and go to the next step 

 

STEP 7: 
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Click on the [Download.] button 

 

ii. Downloading the SoftDash Anywhere MIDlet program 

 
Click the [Save] button 

 

Choose a file location (we recommend My Documents) 

 
After you have chosen a file location, click the [Save] button 
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When the download completes 

 
Click the [Open Folder] button 

 

Right-click on the file “SoftDash_Anywhere_version.zip” 

 
Select ‘Extract All…” 

 

 

 

 

 
Click the [Next >] button 

 

 

 

 
Click the [Next >] button 

 

When the Extraction is complete, 

be sure that the  “Show extracted files” 

box is checked 

 
Click the [Finish] button
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Open the folder “SoftDash_Anywhere_2.0” 

 
 

Select both ‘Anywhere’ objects and click the right mouse button on the file “Anywhere.jar” 

 
Select ‘Copy’ 

 

Go to the mobile-device explorer window you left open in the last section. 

Be sure the ActiveSync program is running on your PC and your mobile handheld device is connected via USB. 

 

Right-click on ‘Application Data’ 

 
Select ‘Paste’ from the shortcut menu 
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Allow several seconds for the files to copy to your mobile handheld device 

  
 

 
 

Now disconnect your mobile handheld device from the computer by unplugging the USB cable from the Pocket 

PC 
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3. RUNNING THE SOFTDASH ANYWHERE MIDLET PROGRAM ON THE POCKET PC 

a. Installing The MIDlet Manager Program 
 

STEP 1: Click on the ‘Start’ 

 
Select ‘Programs’ 

 

STEP 2: 

 
Open ‘File Explorer’ 

 

STEP 3: Under My Device 

 
Open ‘Application D…’ 

 

STEP 4a: 

 
Select “Risidoro_Inte…” 

 

STEP 4b: If prompted for a install 

location, select device 

 
Click the [Install] button 

 

Allow a few seconds to install and 

if prompted, click [ok] 

 

STEP 5: Open MIDlet Manager 

 
 

STEP 6: Open Anywhere 

 
 

STEP 7: If prompted to install 

 
Click the [Yes] button 

 

STEP 8: If prompted to confirm 

 
Click the [Yes] button 



CONNECT2CAR.COM 

SOFTDASH ANYWHERE USER’S GUIDE FOR THE POCKET PC Page 14 of 15 

b. Using the SoftDash Anywhere 
 

STEP 1: Click ‘Menu’ 

 
Select ‘Edit Settings’ from the 

menu 

 

STEP 2a: 

Your Unit ID is the same as the 

SIM Card ID provided on the 

MFC Anywhere New User 

Registration Form 

 

 
 

 

Username, password, and account 

information is sent to the e-mail 

address from the registration form 

after hardware installation and 

product registration is complete. 

 

Please contact Support at 

support@connect2car.com if you 

have not received your log-in 

information. 

STEP 2b: Enter your user name 

 
 

STEP 2c: Enter your password 

 
Click the [SAVE] button 

 

STEP 3a: 

 
Select the desired controls.     

Note: More than one control 

commands can be sent at a time. 

 

STEP 3b: 

 
If necessary, scroll-down for more 

 

STEP 4: Click ‘Menu’ 

 
Select ‘SEND’ 

 

To confirm that commands are 

sent… 

 
Click ‘Menu’ 

Select ‘Pending Commands□’ 

If any commands are in queue, 

will be shown here

SIM CARD ID 

(ex. 813269846500) 

 

Example: demo 

Example: Demo 

All commands sent from the Pocket PC device are received by the MFC Anywhere System within the 

vehicle to execute the desired command sent. 
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